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	 L611  Laboratory Single Faucet, Deck Mounted, 6" Rigid Gooseneck
	 L612  Same as Above Except with Swing Gooseneck
	 L614  Same as Above Except with Rigid/Swing Gooseneck

NOTES:

1.	 FIXTURE IS CERTIFIED BY CSA INTERNATIONAL TO 
COMPLY WITH ASME A112.18.1M AND CSA B125.1

2.	 FIXTURE IS FULLY ASSEMBLED AND FACTORY 
TESTED PRIOR TO SHIPMENT.

3.	 UNLESS OTHERWISE SPECIFIED, FIXTURE IS 
FURNISHED IN RIGHT HAND CONFIGURATION.

3/8" IPS COUPLING

3/8" IPS RIGID GOOSENECK 
(SHOWN AS SIDE VIEW FOR 
DIMENSIONS ONLY)

COLORED PLASTIC 
INDEX DISC

3/8" NPT MALE INLET

3/8" IPS MOUNTING SHANK WITH 
LOCKNUT AND WASHER

FORGED BRASS	
FOUR-ARM HANDLE

FORGED BRASS	
VALVE BODY

REMOVABLE TEN	
SERRATION HOSE  END

WATER SAVER	
RENEWABLE UNIT

12 - 1/4" 
( 331 mm ) 

4 - 1/8" 
( 105 mm ) 

2" 
( 51 mm ) 

6 - 1/8" 
( 156 mm ) 

6" 
( 152 mm ) 

3" 
( 76 mm ) 

2 - 5/8" 
( 67 mm ) 

ø1 - 3/4" 
( 44 mm ) 

2 - 1/8" 
( 54 mm ) 

WATER SAVER RENEWABLE 
UNIT WITH REPLACEABLE 
STAINLESS STEEL SEAT

LH 180º RH


