
Pure Water Fixtures

WaterSaver Faucet Co.
701 West Erie Street
Chicago, IL 60654

312 666 5500	telephone
312 666 5501	 facsimile
wsflab.com

Measurements may vary ± 1/4". © 2008 / WaterSaver Faucet Co.

	 L7833  Pure Water Fixture, Polypropylene-Lined, Deck Mounted, Manual Control
	 L7833PVDF  Same as Above Except with PVDF Internal Lining

NOTES:

1.	 MAXIMUM WORKING PRESSURE IS 100 PSI.
2.	 ALL COMPONENTS IN CONTACT WITH PURE WATER ARE POLYPROPYLENE.
3.	 FIXTURE INLET HAS 3/8" O.D. POLYPROPYLENE TUBE. IF REQUIRED, SPECIFY 	

ADAPTER WHEN ORDERING.

FORGED BRASS VALVE BODY 	
WITH POLYPROPYLENE INTERIOR

COMPRESSION CONTROL DIAPHRAGM 
VALVE LOCATED INSIDE VALVE BODY

SIX SERRATION POLYPROPYLENE 	
HOSE END

3/8" IPS BRASS RISER 	
WITH POLYPROPYLENE LINING

3/8" IPS MOUNTING SHANK 
WITH LOCKNUT AND WASHER

3/8" O.D. 	
POLYPROPYLENE TUBE

INLET BUSHING

ROUND BLACK NYLON HANDLE 	
WITH WHITE INDEX DISC

6" 
( 152 mm ) 

ø1 - 7/8" 
( 48 mm ) 

7 - 7/8" 
( 200 mm ) 

10 - 3/4" 
( 273 mm ) 

2 - 1/4" 
( 57 mm ) 

1 - 1/4" 
( 32 mm ) 


